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FCC Notice

Federal Communications Commission

This equipment has been tested and found to comply with the limits for a Class B

digital device, pursuant to part 15 of the FCC Rules. These limits are designed to

provide reasonable protection against harmful interference in a residential

installation. This equipment generates, uses, and can radiate radio frequency energy

and, if not installed and used in accordance with the instruction manual, may cause

harmful interference to radio or television communications. However, there is no

guarantee that interference will not occur in a particular installation. If this equipment

does cause harmful interference to radio or television reception, which can be

determined by turning the equipment off and on, the user is encouraged to try to

correct the interference by one or more of the following measures:

* Reorient or relocate the radio or television receiving antenna.

* Move the computer or equipment away from the receiver.

* Plug the computer or equipment into an outlet on a circuit different from that which
the radio or television receiver is connected.

» Consult the dealer or an experienced radio/TV technician for help.

CE Statement

This is Class B product. In a domestic environment this product may cause radio
interface in which case the user may be required to take adequate measures.

UL Statement

This graphics card is for use only with compatible UL Listed personal computers that
have installations instructions detailing user installation of card cage accessories.

Copyright Notice

Copyright © 2001-2006 RealVision Inc. All Rights Reserved.

This document, as well as the hardware and software products described or
referenced in this document, are confidential and proprietary products of RealVision
Inc. They are provided under, and subject to, the terms and conditions of a written
license agreement between RealVision and its customers, and may not be
transferred, disclosed or otherwise provided to third parties, unless otherwise
permitted by that agreement.
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Introduction
Thank you for purchasing a VREngine/SMD Series product.

RealVision’s high-resolution graphics boards target the demands of imaging
applications and support high-resolution LCD monitors.

These graphics boards are specifically designed to deliver the highest quality visual
images on 2-megapixel, 3-megapixel and 5-megapixel LCD monitors.

The VRENgine/SMD Series includes the following two lineups.

The VRENgine/SMD-Adv Series includes the following three products.
Table 1 VREngine/SMD-Adv Series lineup

Product Name Specifications

Graphics board for single-link, dual-link 2-megapixel
VRENgine/SMD2-Adv | grayscale and color LCD monitors.
PCI-Express x1 Bus Interface.

Graphics board for single-link, dual-link 2- and 3-megapixel
VRENgine/SMD3-Adv | grayscale and color LCD monitors.
PCI-Express x1 Bus Interface.

Graphics board for single-link, dual-link 2-, 3- and
VRENgine/SMD5-Adv | 5-megapixel grayscale and color LCD monitors.
PCI-Express x1 Bus Interface.

The VRENgine/SMD-PCI Series includes the following three products.
Table 2 VREngine/SMD-PCI Series lineup

Product Name Specifications

Graphics board for single-link 2-megapixel grayscale and
VRENgine/SMD2-PCI | color LCD monitors.
32-bit 66MHz PCI Bus Interface.

Graphics board for dual-link 3-megapixel grayscale and
VRENgine/SMD3-DUL | color LCD monitors.
32-bit 66MHz PCI Bus Interface.

Graphics board for single-link 2-, 3- and 5-megapixel
VRENgine/SMD5-PCI | grayscale and color LCD monitors.
32-bit 66MHz PCI Bus Interface.

For information regarding LCD monitors, or related matters, please contact your
vendor or display manufacturer.

RealVision Inc. 3
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About This Manual

B Please read through this manual before you install or use your “VREngine/SMD
Series” board.

B This manual provides detailed information on how to install and configure your
VRENgine/SMD Series high-resolution display controller. For information
regarding your computer monitor, or other attached devices not associated with
RealVision, Inc. please consult the user’s manuals or contact your device vendor.

B Keep this manual conveniently located so that you can review to it as needed. If
you need a replacement manual please contact your vendor.

B Please be sure to include the manual with the board if you transfer it to a third
party.

B The information in this manual is subject to change without notice.

Trademarks

B VGA s a Registered Trademark of IBM Corporation.

B VREngine is a Trademark of RealVision Inc.

All other trademarks are the property of their respective owners.

Safety precautions

This product is manufactured with all due care, but failure to exercise care during or
incorrect operation may lead to accidents. In order to avoid such problems, please use
the product only after reading and understanding this manual thoroughly.
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Product Overview

The VRENgine/SMD Series package contains the following:
® Graphics board

® Driver & Installer CD-ROM

® User’s Manual

® Board Retainer kit. (SMD-Adv Series Only).

Contact your local supplier if any of these items are missing.

Save the box and packing in case you need to return the board to your supplier
for any reason. Shipping damage is not covered under the warranty.

Installation Overview

installation process involves the following steps:

® Configure the board DIP switch settings as required
Install the board into the host system

Connect the LCD monitor(s) to the DVI outputs
Power on the host system

Manually install the driver software

Reboot the host system

Set any remaining Display Properties appropriately

RealVision Inc. 6
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Installing the VREngine/SMD Board

This chapter describes how to install the VREngine/SMD board in your computer. If
necessary, please refer to the User’s Manual included with the computer.

3.1.

Installation notes

Please take note of the following when installing the VREngine/SMD series LCD
monitor graphics board into your system.

We recommended that you ask your vendor to install the VREngine/SMD Series
into your computer.

Do not touch the connectors, IC/LSI pins or exposed PCB tracks directly, as the
electronic devices used may be damaged by electro-static discharge.

Before installing the board, please clean your hands of any dirt or oil to avoid
danger of slipping.

Keep any parts that were not used during installation, as they may be of use for
future installations.

Before connecting cables, ensure there are no broken connectors or contacts or
bent connector pins, and no rubbish or dirt fouling the connectors. Use of broken
pins or dirty cables could result in a short circuit leading to fire.

Take care not to break the connectors by dropping them on the floor or elsewhere,
and not to drag cables on the floor or do anything else that might damage them or
make them dirty.

Fasten connector lock screws tightly, and take care not to drop them or strip the
thread. Failure to tighten them correctly could result in a short circuit leading to
fire.

Do not subject cables to heat or mechanical stress such as standing on or placing
heavy weights on them. When removing cables, unfasten the lock screws and
then pull straight out, holding the connector not the cable. Applying heat or
mechanical stress, twisting connectors, or tugging on the cable itself, may cause
damage to the cable or the connector, and degradation of the insulating sheath
could result in a short circuit.

This graphics board is for use only with personal computers with:

® UL approval.

® A manual with detailed instructions for customer installation of card-cage
accessories.

RealVision Inc. 7
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3.2. DIP-switch settings

The VRENngine/SMD’s VGA output format is controlled by DIP-switches located on the
corner of the board as shown in Fig. 1.

Fig. 1 Front side of a VREngine/SMD-Adv

= FIITTIN s e

QT [

Fig 2 Front side of a VRENngine/SMD-PCI

Unless advised otherwise by your monitor vendor, confirm that the DIP-switches are
initially set as in Fig. 3. With these settings, the VGA signal is automatically
determined using the EDID data read from the monitor during initialization.

RealVision Inc. 8
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ON
0

23456178 123456178
SMD-Adv Series SMD-PCI Series
Fig. 3 VGA output setting for an EDID compatible monitor.

3.3. Inserting the board

1. Ensure that your computer and any peripheral devices connected to it are
completely turned off.

N.B. The internal parts of your computer are still very hot just after being turned off.
Wait until everything cools off before starting the installation.

2. Follow the instructions in your computer’s user manual to remove its cover.

3. Follow the instructions in your computer’s user manual to install the board into an
empty PCI slot. For best performance, use a PCI-Express slot if one is available.

If the target slot has a dust cap, remove it.

Remove any screws or clips securing the rear cover of the PCI slot. They will
be used to secure the graphics board.

Confirm the DIP-switch settings on the front of the board in the top rear corner
opposite the connectors.

Insert the edge connector of the board into the PCI-Express slot slowly with
care.

Make sure that the board is inserted firmly, and then secure the rear panel
using any screws or clips removed above.

Confirm that the board appears to be seated properly.

N.B. If the board is not properly seated, you should remove it from the slot completely
and insert it again from scratch. Do not use excessive force to insert or remove the
board to avoid damage to the cables, connectors or the board itself.

33MHz PCI Bus

RealVision Inc. 9
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o =PCI-Express x8

LLeLL

§=PCI-X Bus

Fig. 4 Host system with various slot types

Fig. 4 above shows a photograph of an example host system with 4 different PCI Bus
slot types. Two 33MHz PCl-bus slots, one PCI-Express x16 bus slot, one PCI-Express
x8 bus slot, and Three PCI-X bus slots are available. The type, order and number of
slots depend on the workstation used.

You can install VREngine/SMD-Adv series boards into PCI-Express x1 bus slots,
PCI-Express x4 bus slots, PCI-Express x8 bus slots, and PCI-Express x16 bus slots.

You can install VREngine/SMD-PCI series boards into PCI-X slots and 33MHz PCI
slots. The VRENngine/SMD-PCI products are designed to operate at 66MHz, so they
provide best performance when installed into or PCI-X slots.

3.4. Connecting monitors

When connecting your LCD monitor(s), please refer the following notes, and also
follow any special instructions provided by the monitor vendor.

B Connecting a board to one monitor:
Connect the monitor to DVI Connector 1 (nearest the PCI Bus connector). If you
use DVI Connector 2, no image will be displayed

RealVision Inc. 10
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L]
DVI Gonnector 2 |

L
o

[U

DVI Gonnector |

L

Fig. 5 Board connected to one monitor

B Connecting a board to two monitors:
The driver settings allow a great deal of flexibility in monitor arrangement (see
page 28), but for simplest operation connect the left-hand monitor to DVI
Connector 1 (nearest the PCl Bus connector) and the right-hand monitor to DVI
Connector 2 (furthest from the PCI Bus connector).

e
1] [ "0 I [T
i\ e —
LCD manitor 1 LCD meniter 2

DVI connector 24
1e

o

DVI connector 1 | 7

Fig. 6 Board connected to two monitors

RealVision Inc. 1
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4. Installing the Driver Software

This chapter describes how to install the VREngine/SMD Series driver software.

B After installing the hardware, power on, start Windows, and login as administrator
or to another account with administrator privileges. You must have administrator
privileges in order to install the driver.

B The Found New Hardware Wizard dialog will appear. Click the Cancel button. The
dialog will be displayed once for each newly installed board.

N.B. It is important that you do not allow the Found New Hardware Wizard to install
the driver automatically.

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard
Wwindows will zearch for current and updated software by

looking on your computer, on the hardware installation CO, or on
the "Windows Update ‘Web site [with pour permiszion).

Can Windows connect to Windows Update to search for
software?

() es, this time only
(1 ez, now and every time | connect a device
() Na, nat this time

Click Mest to continue.

Cancel

Fig. 7 Found New Hardware Wizard dialog

B Insert the VREngine/SMD Driver CD-ROM into your CD-ROM drive. The driver
installation wizard should start automatically. If the installation does not start
automatically, open the CD-ROM (via Windows Explorer or My Computer) and
double-click the Setup application icon to start.

RealVision Inc. 12
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The InstallShield Wizard welcome dialog will appear. Click the Next button.

InstallShield Wizard X

Welcome to the InstallShield Wizard for the
YREngine/MD Series Display Driver

The Install Shield[R] Wizard will install the WRE ngine D
Series Dizplay Driver on vour computer. To continue, click
Mext.

Mext Cancel |

g
Fig. 8 InstallShield Wizard welcome dialog

B The License Agreement dialog box will appear. Review the license terms, and
click the Yes button if you accept them. If you click the No button, the installation

will terminate.

InstallShield Wizard

License Agreement
Flease read the following license agreement carefully.

Prezss the PAGE DOWHN key to see the rest of the agreement.

1. Tems of Use

Flease inztall the enclozed software corectly following the designated procedure. Mote
that the software is peculiar to the YREngine/MD Series, and cannot be uzed with other
boards.

2. Limited "W arranty

The software iz installed at your own rizk. In no event shall Realision be held liable for
any direct or indirect loss or damage arizing out of or in any way connected with the use of
the zoftware. The software may be changed or improved without prior notification.

3. Copyright

The provided software is protected by copyright. “ou are forbidden to distribute copies or o

Do wou agree ta all the pravizsions of the preceding Product License Agreement? [F you click
Mo, the setup procedure will terminate. Y'ou must agree to the agreement to install the
YREnginesMD zeries dizplay driver.

< Back ez Mo
\ /J
N

Fig. 9 License Agreement

RealVision Inc. 13
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B One of the following two dialog boxes will appear. Confirm the number of boards
detected, and click the OK button.

InstallShield Wizard

.
1 ) 1 YREngine/MD Series board detected.

InstallShield Wizard X

1 ) 2 VREngineMD Series boards detected,

Fig. 10 Board detection dialogs
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B The Number of monitors dialog in Fig. 11 will appear. Confirm the board type has
been correctly detected, select the number of monitors connected to the board,
and click the Next button.

InstallShield Wizard

Humber of monitors

elect the number of o
[WREngine/SMD 3-PCH).
>,

1[z] connected with the second board

A
| Select

InstallShield Wizard

Number of monitors

.
Select the number of monitor(z) connected with the sgoond board
[WREngine/SMD 3-PCH).

-

-
-

-

-

.

-

PEENEEL-N = NN =L

-
2w
)
.
< Back Mext > Cancel |
N~—~
Fig. 11 Select number of monitors dialog
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B The installer tries to match each connected monitor with its list of known monitor
types. If it succeeds, it skips directly to the Start Copying Files dialog in Fig. 15. If

it cannot match one or more monitors, the Monitor selection dialog will appear.
Select the type of Monitor 1 from the list.

InstallShield

Monitor selection

Flease zelect your monitor type(z] from the listz).

tMonitar 1

Monitar 2
2M Pinel Grayscale Maoritar Information
3 Pixel Grayzcale Monitor
1k Pixel Color konitor Description
2t Pixel Color Moritor
3# Piwel Color Maonitar I
Resolution Resolution : Sel ect

Caolor type Color type L

Connection Connection :

I =

¢ Back | Cancel

Fig. 12 Monitor selection dialog

N.B. If a monitor has been partly identified, a subset of the list may be displayed. You
can force the complete list to be displayed by selecting “Show All Monitors”.

If there are 2 monitors connected to the board, repeat the selection process for
Monitor 2.

InstallShield

Monitor selection

Flease zelect your monitor type(z] from the listz).

tMonitar 1

Monitar 2
3M Pixel Grayscale Monitor ﬂ | j
|nformation 2M F'i:-:el Grayzcale Monitor
3 Pixel Grayscale Monitor
Description

3M Pixel Grayzcale Maonitor 1M Pizel Color Manitor

2M Pixel Color Maonitor
M Pixel Color Monitar

Resolution 2048 % 1536

Resolution

Color type  : Grayscale Color type

Connection : DW-1 Connection :
v =

< Back | Cancel |

Fig. 13 Selection of second monitor type
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B Once all monitors are configured, check the Description, Resolution and Type in
the Information panels, and click the Next button to proceed.

InstallShield

Monitor selection
Please zelect your monitor type(s] from the list(s).

Monitor 1
Infarmation Information
Description : 3k Pixel Grayscale Monitar Description :

FresolLmiom e Check

Resolution 2048 % 1536

Colortype  : Grayscale Color type  :
Connection © DW[-1 Connection :
=3 =
< Back Mext > I Cancel |
J

Fig. 14 Confirm selected monitor type(s)

If you have installed 2 VREngine/SMD graphics boards, the Number of monitors and
Monitor selection dialogs are displayed once for each board. Repeat the steps above
for the second board.

N.B. The list of available monitors varies from vendor to vendor, and may not match
the above illustrations exactly.

RealVision Inc. 17
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B The settings review dialog shown below will appear. After confirming all the
settings are correct, click the Next button to begin the driver installation. Click the
Back button if you need to correct any settings.

InstallShield Wizard

Start Copying Files

Feview settings before copying files.

copying files.

Current Settings:

Setup has enough information to start copying the program files. | you want to review or
change any settings, click Back. If you are satisfied with the settings, click Mext to begin

[Operating System] ~
Windows XP
[Murmber of Adapters]

2
[Adapter 1]

YREngine/SMD 2-PCI

[Murmber of Maonitars]

2 -
< Back ‘ Mest » Cancel
\
p

Fig. 15 Start Copying Files dialog

B On Windows XP the Hardware Installation dialog will appear, warning you that the
driver is not digitally signed under the Windows Logo testing program. Click on the
Continue Anyway button to proceed. The dialog will appear once for each

VRENgine/SMD graphics board.

Hardware Installation

] E The zoftware you are installing for thiz hardware:
L]
Realvision Inc. WREngine/MD S eries

hasz not passed Windows Logo testing to verify its compatibility

with *Windows %P, [Tell me why this testing is important. ]

Continuing your installation of this software may impair
or destabilize the comrect operation of your system
either inmediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has

P d Wind Logo testi

N\

Continue Anpway [ STOP Installation ]

\,
T —

Fig. 16 Windows XP Windows Logo warning dialog

B On Windows 2000 the Digital Signature Not Found dialog is displayed once for
each monitor, rather than once for each board. Click the Yes button to continue

the installation in each case.

B If multiple monitors are installed, a dialog giving you the opportunity to configure
the multi-monitor settings will appear. If you want the driver to present each

RealVision Inc.
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monitor to the Windows desktop independently there is no need to configure
multi-monitor settings.

Go to multi-monitor settings I

Do you want to customize your mulki-
If not, all monitors will opeggte j

i etkings?
ently (Dualview) by default |

Mo Finish installation I

Fig. 17 Multi-monitor configuration

If you click the Yes button, refer to section 5.3 on page 28 for information on
multi-monitor configuration.

B InstallShield Wizard Complete dialog will appear. Select Yes, | want to restart my
computer now, and click the Finish button. You must reboot before you can
peform the final stages of configuration.

InstallShield Wizard

InstallShield Wizard Complete

The YREngine/MD Series display driver haz been installed
normally. ou must reboat your computer for the changes to
take effect.

z, | want to restart my computer now.
" Mo, | will restart my computer later.

Remove the CO-ROM from the drive, then click the Finish
button to terminate the Setup procedure.

Finish |

——

Fig. 18 InstallShield Wizard Complete dialog

N.B. If you add additional boards, or move a board to a different PCI slot, you must
un-install and reinstall the driver software from scratch.

When multiple graphics boards are installed, the BIOS on some motherboards may fail
to boot correctly. As a workaround to this problem, try rearranging the boards in
different slots, so that system detects them in a different order. If the problem is still not
resolved, contact your vendor for further advice.

RealVision Inc. 19
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5. Monitor And Display Settings

This chapter describes how to configure the display properties once installation is
complete.

5.1. Display Properties

B Open the Display Properties control panel. Choose Control Panel from the Start
menu, and double click on Display.

0 Paiel
Fdt  Vew Favores  Took  Help

Pick a category

! A aen e el Theres ” Brinkers and iher Fandware

Metwnek and Inbeenet Coenections e e Accounts

? S R asou Peaseas 2 w:.“llhw.h.wjuﬂr.mlllrmnﬂ

= "J Sinands, upech, il Ausdio Devices Accessibility Options

G Prrtormance s Mot enane \ ey Secusity Cester

Fig. 19 Control Panel

If the Control Panel is in Category View, click on Appearance and Themes, then click
on Display in the sub-list of control panels, or click on Switch To Classic View to
display the full list of available control panels.

RealVision Inc. 20
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You can also right-click on any empty part of your desktop and select Properties from
the pop-up menu to show the Display Properties panel.

B Click the Settings tab to display the dialog shown in Fig. 21.

Themes | Desktop | Screen Saver || Appearande | Settings |

A themne iz a background plus a set of sounds, idghs. and ot elements
to help pou personalize your computer with one cliche

Theme:

Delete

Sample;

Active Window

[ Ok ][ Cancel ] Apply

Fig. 20 Display Properties

Display Properties

| Themes || Desktop || Screen Saver || Appearance | Settings

[irag the monitor icons to match the physical arangement of your monitors.

Dizplay:
1. Dell P1110 on 3Dlabs Wildzat VP70 512 AW v |
Sereen resolution Color quality
Less 1 Mo [highest (32 bif <]
1280 by 1024 pisels I/ |

Uze thiz dewice az the primary monitor,
Extend my ‘Windows desktop onto this monitar.

[ |dentify ” Troubleshoot.... ] [ Advanced

[ ak. H Cancel ] Apply

Fig. 21 Settings tab

RealVision Inc. 21
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Fig. 21 shows an example configuration with a monitor connected to the host system’s
primary display adapter (which may be on the motherboard, or in an AGP, PCI or
PCl-eXpress slot), and a 2" Monitor connected to a VREngine/SMD series board.

The driver for the VRENngine/SMD board has been installed, but the board is not yet
configured. The connected monitor displays nothing, and the monitor icon in the
Settings tab is grayed out.

If there is no other display adaptor, and only one VREngine/SMD series board is
installed, there will be no 2nd display icon, and the 15! monitor icon will be the monitor
connected to VRENngine/SMD Series board.

B Click the appropriate monitor icon to select the VREngine/SMD board for
configuration.

Display Properties

| Themes | Desktop | Screen Saver | Appearance | Seftings

[C'rag the monitor icons to match the physical arangement of your monitors,

Click

Drizplay:

| 2. [Multiple Monitorg] on Realizion Inc. WREngine/MD Series w |
Secreen resolution Calar quality
tess. F——— Mo || [Lowia bif v

£40 by 480 pixels 1 /0 N | m

Uze thiz device as the primary monitar.
[ Extend my Windows desktop onto this moritar,

[ Identify ” Troubleshoot... ] [ Advanced

[ u] 4 H Cancel ] Apply

Fig. 22 Select monitor
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B |f it is not already checked, click the “Extend my Windows desktop onto this
monitor” checkbox, and click Apply, to enable the display on the monitor.

Display Properties

| Themes || Desktop || Screen Saver || Appearance | Settings

[irag the monitor icons to match the physical arangement of your monitors.

|I|IZI

Drizplay:
| 2. [Multiple Manitars] on Realizsion Ine. YREngine/MD Series v |
Sereen resolution Color quality
Less [}——— M= [loumbiy v
§40 by 430 pisels 1 //n [m [
L R e
< Extend my ‘Windows desktop onto thiz monitar.
I —
[ Identity “ Troubleshoot... ] Adv.
[ ak. ] [ Cancel ] Apply

Fig. 23 Extend desktop
5.1.1. Color quality settings

When using a color monitor, you can choose Medium (16-bit) or Highest (32-bit) as
normal.

When using “24-bit color conversion grayscale” mode (see Color/palette on page 26
below) with a grayscale monitor, you can select only Highest (32-bit).

When using the 8-bit grayscale modes, you can select only Low (8-bit). In 10-bit
grayscale modes you can select only Medium (16-bit).

5.1.2. Screen resolution settings

When using a color monitor, or a grayscale monitor in “24-bit color conversion
grayscale” mode, you can select the desired resolution using the Screen resolution
slider as normal.

When using the 8-bit grayscale modes under Windows XP, the Screen resolution slider
is disabled. Set your desired resolution as follows:
® Click on the Advanced button to display the Monitor and Adaptor Advanced
Settings dialog
® In the Adaptor tab, click the “List all modes” button to display the list of
available modes.
® Select your chosen resolution and orientation, and click OK.

RealVision Inc. 23
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5.2. VREngine advanced settings

B Click on the Advanced button in the Display Properties dialog to display the
Monitor and Adaptor Advanced Settings dialog.

(Multiple Monitors) and RealVision Inc. VBFnainafiin f'?lf‘5__<|
=

Color banagement YREngine/MD Series
General Adapter skl Troublezhas
Diizplay

I your screen rezolution makes screen items too small ta view
comfaortably, you can increase the DPI to compensate. To change
font gizes only, click Cancel and go to the Appearance tab.

DF setting:

Mormal size [96 dpi]

Compatibility
Some programs might not operate properly unless you restark the
computer after changing display settings.

After | change dizplay settings:
() Restart the computer before applying the new display settings

(&) Apply the new display settings without restarting
() sk me before applying the new display settings

Some games and ather programs must be run in 256-color mode.
Learn more about running programs in 256-color mode.

[ Ok H Cancel ]

Fig. 24 Advanced Settings dialog
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B Click on the VREngine/MD Series tab to configure the Color/palette settings and
Screen update settings for the selected monitor.

{Multiple Monitors) and RealVision Inc. VREngine/MD ... EJE|

General Adapter b onitar Troubleshoot
Color Management YREngine/MD Series
Display 3
b onitor

Mode zettings
Color/palette

Beun o AraYsCale palette

256-level fixed palette mode. The output grayzcale can be different for
each monitar.

Screen update

-

Thiz iz the smoothest display mode with no after-images.

[~ Apply to all displays

Multi-Monitor Settings

[ QK. H Cancel ]

Fig. 25 Mode settings tab

Color/palette and Screen update
See below.

Apply to all displays

If you are using multiple monitors and all installed monitors are the same model, this
checkbox will be enabled. When it is checked you can modify the Mode settings for all
the monitors at the same time.

Multi-Monitor Settings
Click this button to access the Multi-Monitor settings control panel. See page 28.

When using multiple monitors, unless the Apply to all displays checkbox is enabled,
you must return to the Display Properties dialog and select each monitor in turn to

configure it.

N.B. Parameter changes are applied to each monitor when you click the OK button or
the Apply button, but they do not take effect until the system is restarted.
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Color/Palette settings

(Multiple Monitors) and RealVision Inc. VREngine/MD ... Eg|

General Adapter b onitar Troubleshoot
Colar Managerment YREngine/MD Series
Digplay 3
tonitar
Mode seftings
Color/palette
8-bit linear grayzcale palette j

2-bit linear gravscale palette
8-bit non-inear grayzcale palette
8-bit dynamic gravscale palette
10-bit grayscale

24-bit color-convergion grayscale

High-gquality j
Thiz iz the smoothest display mode with no after-images.

I~ Apply to all displaps

Multi-Monitor Settings

[ QK. H Cancel ]

Fig. 26 Color/Palette settings for grayscale monitors

Lists a selection of palettes suitable for the installed monitor. The full list of available
modes is as follows.

8-bit linear grayscale palette

256 shades of gray (the default).

8-bit non-linear grayscale palette

Reserves the first and last 10 entries for the system palette, and makes a
linear palette of the remaining 236 entries.

8-bit dynamic grayscale palette

Allows the palette to be dynamically controlled by other programs.
8-/16-/24-bit color

The standard windows color quality Highest (32-bit) and Medium (16-bit)
settings are available in the Display Properties dialog.

10-bit grayscale

1024 shades of gray.

24-bit color conversion grayscale

In this mode VRENgine/SMD board displays monitor(s) allows the Operating
System to output 24-bit color as normal, and down-samples it to 1024 levels of
gray for display.

30-bit color

1024 shades for each of RGB; 1,073,741,824 colors in total.
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5.2.2. Screen Update settings

{Multiple Monitors) and RealVision Inc. VREngine/MD ... (2 |[X]

General Adapter b onitar Troubleshoot
Colar Managerment YREngine/MD Series
Digplay 3
tonitar
Mode seftings
Color/palette
8-bit linear grayscale palette j

256-level fixed palette mode. The output grayzcale can be different for
each monitar.

Screen update

| High-gquality j
High-zpeed
Standard

I~ Apply to all displaps

Multi-Monitor Settings

[ QK. H Cancel ]

Fig. 27 Screen Update settings

There are three screen update modes which affect the speed and quality of display:

® High-speed
Updates the screen in blocks for fastest drawing. With some applications you
may experience staircase-shaped after-images. If this is a problem, please
select another mode.

® Standard
Attempts a trade-off between high-speed and high-quality.

® High-quality
Updates the whole screen at once. Provides the smoothest, slowest, display,
with no after-images.
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5.3. Multi-Monitor settings

B Open the Display Properties control panel. Choose Control Panel from the Start
menu, and double click on VREngine/MD Series.

Pick a category

'ﬁu Ao serwe o Themes ﬁ Printers and by Bardwarn

: Uhser Arounts

Metwnek and Inbeenet Coenections

e
b v
-
-
@ e B e = ﬁ:.ﬂlrw.h.mm’.mlnrmnﬂ
= (‘J Sonands, Speech, sl Audio Devices Accessibility Options

=y

%
|y Secuity Coter

3 Prrfurmuan s arnt it oo e
- N

| 5" Control Panel

[ Sestehibo Catngery Ve

See Also

£ weko Lpedate
W Mo and Suppent

Fig. 28 Control Panel

If the Control Panel is in Category View, click on Appearance and Themes, then click
on Display in the sub-list of control panels, or click on Switch To Classic View to

display the full list of available control panels.
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B A dialog similar to the following will appear (this dialog shows an example with
one VRENgine/SMD Series board and 2 monitors installed in the All-independent
setting).

RealVision Inc. YREngine/MD Series

Multi-tonitar Settings | Properties |

AlHndependent | Unified I Al rified

Fonitor infarmation
Description
Fiesolution
Color type
Connection :

ak | Cancel | Apply

Fig. 29 Multi-Monitor tab
Each monitor connected to a VREngine/SMD Series board is given a letter in

sequence: A, B, C... The numbering scheme in the Display Properties dialog is not
used.
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m  Click on a monitor symbol to show the configuration information for each monitor.
The identifying letter of the selected monitor is shown in black.

Information

RealVision Inc. VREngine/MD Series

Multi-tonitar Settings | Properties I

Allndependent | Unfied | Alniied |

Fonitar information

Description © 2M Pixelz Grayscale Monitor [DotClock=133kHz]

_.’ Resalution : 1600 x 1200

Color type  : Grayzcale
Connection :  Device 1, Monitor 1

ak

Cancel | Apply

Fig. 30 Monitor Information

The following information is displayed

® Description

Shows the monitor type as selected in the installer.

® Resolution

The monitor resolution.

® Color type

Grayscale or color.

® Connection

Shows the VREngine/SMD Series board number and monitor number.

RealVision Inc.
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The VRENgine/SMD Series boards allow you to combine multiple monitors into one
virtual monitor.

The sequence for adding a new monitor to a virtual monitor group is as follows.
® Select a monitor to connect.
® Right-click on it to show the monitor connection menu.
® Choose the appropriate connection direction or type.
® Choose the target monitor from the sub menu.

The selected monitor is connected to the chosen target monitor.

RealVision Inc. VREngine/MD Series

tulti-t onitor Settings | Properties |

|
Independent
Connect to the Right— »
Connect ko the Bottom  »

N

Clone

Allndependent | Unfied | Alniied |

Fonitor infarmation
Description : 2M Pixels Grayscale Monitor [DotClock=133kHz]
Fesolution 1600 % 1200

Colortype  :  Grayscale

Connection :  Device 1, Monitor 2

ak. | Cancel | Apply

Fig. 31 Monitor connection menu
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Combined monitors are shown joined by a dotted line as in the following dialog:

RealVision Inc. YREngine/MD Series

Multi-tonitar Settings | Properties I

All-lndependent | Unified I All-Urified
Fanitar infarmation
Description
Resolution
Color type
Connection :
ak | Cancel | Apply |

Fig. 32 Two monitors combined

Connect to the Right

Connect to the Right joins the selected monitor to the right-hand side of the target

monitor. In the following example, Display B will be connected to right-hand side of
Display A, creating a single virtual monitor.

Real¥ision Inc. VREngine/MD Series

Muilti-tonitor Settings | Properties |

AlHndependent I Unified Al Unified

Monitar information

Description : 2M Pixels Grayscale Monitor [DotClock=133MHz)
Fesolution ;16001200

Colortype  :  Grayscale

Conngction :  Device 1, Maritor 2

ok | cencel | Ak |

Fig. 33 Connect to the Right
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Connect to the Bottom

Connect to the Bottom joins the selected monitor to the bottom of the target monitor. In
the following example, Display B will be connected to bottom of Display A, creating a
single virtual monitor.

Real¥ision Inc. VREngine/MD Series

Muilti-tonitor Settings | Properties |

Independent
Connect ta the Right

AlHndependent I Unified Al Unified

Monitar information
Description : 2M Pixels Grayscale Monitor [DotClock=133MHz) I

Fesolution ;16001200

Colortype  :  Grayscale
Conngction :  Device 1, Maritor 2

ok | cencel | Ak |

Fig. 34 Connect to the Bottom

Clone
Clone sets the selected monitor to display a clone of the same image as the target
monitor. In the following example, Display B will mirror the contents of Display A.

RealVision Inc. VREngine/MD Series

MultiMonitor Settings | Propeties |

Independent
Caonnect to the Right  »

Connect to the Bottom  #

Clane 3

Al{dndependent I Unified | Allnified | L

Monitor information

Descrption © 24 Pisels Grapscale Monitor [DotClock=133MHz)
Resalution 1600 1200

Color type: Grayscale

Connection :  Device 1, Monitor 2

i3 Corcel | fopk |

Fig. 35 Clone
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Once monitors have been cloned, a pop-up menu appears in the top-right of the
dialog. You can use this menu to select which monitor’s information to display in the

dialog.
RealVision Inc. VREngine/MD Series RealVision Inc. VREngine/MD Series
MuliMoritor Settings | Fraperties Mult-Moritor Settings | Propstiss |
AlHndependent | Unified I Al pified AlHndependent | Unified I Al Unified

Marikor information Maritor information

Description @ 2M Pixels Grayscals Monitor [DotClock=133MHz] D escription

Resalution = 1600 % 1200 Rezalution

Colortype  : Grayscale Color type:

Cannection :  Device 1, Maritor 2 Connection

ok | Cancel | ek | oK Cancel Epply

Fig. 36 Clone mode

Independent disconnects the selected monitor from its connected monitor(s). It is not
available if the monitor is not connected to any other monitors.

RealVision Inc. VREngine/MD Series

MuliiManior Setings | Praperties |

Connect to the Right  +
Connect to the Bottom ¥
Clone 3

AlHlndependent | Unified I Al nified

b onitor information
Description @ 2M Pikels Grayscale Monitar [DotClock=133MHz)
Resolution : 1600 #1200

Calortype @ Grayscale

Connection : Device 1, Monitor 2

(a9 I Cancel | Apply

Fig. 37 Independent
N.B. The new settings are stored when you click OK or Apply, but are not immediately

activated. When you change the settings, a dialog will appear asking whether you
want to reboot your workstation. Changes are activated following the next reboot.
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As an alternative to configuring monitors individually, some common preset settings
are provided. The supported presets are All-Independent, Unified, and All-Unified.

RealVision Inc. VREngine/MD Series

MuliiManior Setings | Praperties |

( AHndependent |

Unfied |

All-Unified

n

Description ©
Resolution
Calor type @
Connection :

(a9 I Cancel | Apply |

Fig. 38 Multi-monitor presets
All-Independent
Click on the All-Independent button to use all the monitors connected to
VRENgine/SMD Series boards independently. Clicking this button destroys any
connections previously made between monitors.

RealVision Inc. VREngine/MD Series

Muli-Monitar Setings | Froperties |

All-ndependent Unified | All-Urified I
Monitor information
Description
Resolution
Colar type
Connectian
oK

Cancel I Apply |

Fig. 39 All-Independent
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Unified

Click on the Unified button to group pairs of monitors connected to the same
VRENgine/SMD Series board into one virtual monitor per board. Clicking this button
destroys any connections previously made between monitors.

RealVision Inc. VREngine/MD Series

tuti-tdonitar Settings | Properties |

Allndependent | Unified I All-Urified

Monitar infarmation

Description

Resolution

Color type

Connectian

ok Cancel ek |
Fig. 40 Unified

All-Unified

Click on the All-Unified button to group all the monitors connected to VREngine/SMD
Series boards into one virtual wide monitor. Clicking this button destroys any
connections previously made between monitors. The All-Unified button is disabled
when there is only one VREngine/SMD Series board in the workstation.

RealVision Inc. VREngine/MD Series

Muli Monitar Setting | Praperty |

Description
Resolution
Colar Type
Connectian

;

oK Cancel I Apply |

Fig. 41 All-Unified
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5.4. Detailed display adaptor and driver information

B Open the Display Properties control panel. Choose Control Panel from the Start
menu, and double click on VREngine/MD Series.

Pick a category

'ﬁu Ao serwe o Themes ﬁ Printers and by Bardwarn
- =

: Uhser Arounts

Metwnek and Inbeenet Coenections »

Date, Time, Language, and Reginnal

=
-
-
E, .
@ Add or Remove Programs —-
. Dlios

(‘J Sonands, Speech, sl Audio Devices Accessibility Options
I o’
s

3 Prrfurmuan s arnt it oo e g Y
L \

Swcimity Crelee

See Also

£ weko Lpedate
W Mo and Suppent

Fig. 42 Control Panel

If the Control Panel is in Category View, click on Appearance and Themes, then click
on Display in the sub-list of control panels, or click on Switch To Classic View to

display the full list of available control panels.
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B Adialog similar to the following will appear.

RealVision Inc. VRE~gine/m> Series

ulti-tonitar 5 etting | Properties

All-lndependent | Unified I All-Unified

Monitar information

Description
Fiesolution :
Color type
Connection :

oK I Cancel I Apply

Fig. 43 Properties tab

B Click on the Properties tab to display detailed information about the display
adaptor(s) and driver files.

RealVision Inc. YREngine/MD Series

Multi-Maonitar Settings ~ Properties |

Display adapter information:
Product | Bioz | Bus | [ievice | Funct... | AGP/PC
YREngin/SMD2-PCl <none> 3 12 a PCI
< il | =
Diriver information:
File Mame | Wersion |
rvlpnds. dil 5.1.3.30 built by: *WinDDEK
rvlpnmp.sys 5.1.3.55 built by: *WinDDK
rvlpnave. ays 51.33
rlutapi. dil 51.34
rvlphzu.dil 51324
rvlpncpl.cpl 51.312

ok I Cancel I Apply

Fig. 44 Detailed Information
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The following information is displayed
® Display adapter information
Shows the product name, BIOS version, PCI bus location etc.
® Driver information
Shows a list of driver files and their version numbers.
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5.5. Monitor reconfiguration, driver update and uninstall

B Insert the VREngine/SMD Driver CD-ROM into your CD-ROM drive. The driver
installation wizard should start automatically. If the installer does not start
automatically, open the CD-ROM (via Windows Explorer or My Computer) and
double-click the Setup application icon to start.

B The InstallShield Wizard Reconfigure/Update/Uninstall dialog will appear.

InstallShield Wizard

Reconfigure/Update/Uninstall
Select an operation to perform, l - -

" Reconfigure monitor(s)

Select thiz to change your monitor type(s]or if you want to change the monitor
configuration.

™ Update
@ Select this to update the driver. The old driver will first be uninstalled. Setup

will resume automatically after pou reboat,

" Uninstall

@ Select this to uninstall the driver.

I Cancel |

Fig. 45 Reconfigure/Update/Ininstall

B Choose the appropriate option and click the Next button.

® Reconfigure monitor(s)
Select this option if you want to add new monitors or change existing monitor
type settings.

® Update
Select this option if you want to update the driver software or add or remove a
VRENgine/SMD Series board from the system. The installer uninstalls and
reinstalls the software as a single operation. For additional information related
to installation, see page 12.

® Uninstall
Select this option if you want to uninstall the driver software. For additional
information on uninstallation see “How to Uninstall the Driver Software” below.

N.B. Choosing either Reconfigure monitor(s) or Update causes all previous settings,
including Multi-monitor settings, to be re-initialized.
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6. How to Uninstall the Driver Software
This section describes how to uninstall the driver software.

B Choose Control Panel from the Start menu, and double click on the Add or
Remove Programs icon.

Fin Bl Vew Fmveims Tock Hel
O - O (§| Do 3 roe |-
s (O Control Parel

| z" Control Panel & _6

See Also &

ko Lpdace

Game
rkrolers
) Hel and Sugpart : i
Phorss and
Modem ..

v

Seouty od
Tasks Conter  Sudo Devices

d 7 <

Taditar srd Usar Atcounts VREAQREMD  Windows Windows Wirsess
Fart Merns Series Fromal  Meda Connect Metwork Jet...

Fig. 46 Control Panel classic view

If the Control Panel is in Category View, click once on the Add or Remove Programs
category.

Favkes  Took  Help

¥ Psen [ raes [T
s (O Control Parel

Pick a category

'ﬁu Ao serwe o Themes ﬁ Printers and by Bardwarn
- =

T :‘ Uhser Arounts

v

&
w
-
@ Add 0r Remave Programs = ﬁ:'..‘.“’"'m”'m'"m““

= (‘J e —— L T Accessibility Options

\ ey Secusity Cester

Fig. 47 Control Panel category view
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B The Add or Remove Programs dialog will appear.

# Add|or, Remove Programs

=1
i) Currently installed prograrns: [0 Show updates Sort byt

Change or o - ) - ", -
R_emgve ﬁ?ﬂ HighMAT Extension ko Microsoft Windows XP CD Writing Wizard Size Z.13ME
Programs ﬁl Intel{R) PRO Ethernet Adapter and Software
* Irfanyiew (remove only) Size 1.75MB
¢ :g: LivelJpdate 2.0 (Symantec Corporation) Size 7. 79ME
Add Mew
Programs ' Lumialadministratar Size  49.49MB
% Microsoft \MET Framework 1,1
ﬁl Microsoft JMET Framework 1.1 HotFix (KBS86903)
Add/Remove . " . )
Windows ﬁ Micrasoft Windaws Journal Viewer Size 3.46MB
Companents Bl NyIDIA Drivers

ﬁl RV BCSeries Driver

@

Set Prograrm
Access and
Defaults

Ehemhantec Antivirus

/MD Series Display Driver

this program ar rem your compuker, ge/R H Change/Remave '

& Windows Media Connect

ﬁl Windows %P Service Pack 2 i

Fig. 48 Add/Remove Program

B Click VREngine/MD Series Display Driver in the list of Currently installed
programs to highlight it.

B Click the Change/Remove button. The dialog below appears. Click Yes to begin
the uninstallation process.

RealVision Inc. VREngine/MD Series |
2

urinstall, Ok?

Fig. 49 Confirm uninstallation

N.B. You will have to reboot your workstation to complete the uninstallation. Before
you begin uninstalling, terminate all other running applications.
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B When the following dialog is displayed, click Yes to reboot your system and
complete the uninstallation.

RealV¥ision Inc. VREngine/MD Series

Uninstall completed. Your er must be rebooted For the changes to take effect,

?)
\--'/ Do you wish to rehon)

Fig. 50 Confirm reboot
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7. Product Information

7.1. Technical Specification (VREngine/SMD2-Adv)

Operating Conditions Host system IBM PC compatible
Operating systems Windows 2000 Professional
Windows XP
Windows XP x64 Edition
Host processor Intel IA32 compatible
Intel EM64T compatible
Operating frequency >500MHz
Host bus spec. PCI-Express 1x slot
Size of main memory >256Mbytes
Operating voltage 3.3V =0.3V,12V +=0.96V
Power consumption 25.8W (max)
Board size (Outline) 224.5 (W) x 106.7 (H) mm or
8.8 (W) x 4.2 (H) inch
Mechanical Spec. Weight 198g / 0.44lbs
# of occupied slots PCI-Express x1 bus slot x1
# of boards PCI board x1
Single-monitor 1600 x 1200 pixel (Landscape)
1200x 1600 pixel (Portrait)
Display Resolution 2M digital LCD monitors
Connectable Monitors Max 2
# of connectable monitors Landscape
Portrait
Display Modes "¢ Built-in VGA standard compliant
VGA display function "¢ ? 8,10-bit/pixel grayscale
8, 24, 30-bit/pixel color
Display bit depth 512Mbytes DDR-SDRAM
Display memory size DVI (Digital Visual DVI-D
Interface)
Video Output Signal "°© 3 Max Dot Clock 162MHz
Certification FCC, CE, UL/cUL
Operating Temperature 1-35°C / 50-95°F
Storage Conditions Temp. & Humidity -20-75°C / -4-167°F
5%—-100% (Non-condensing)
Altitude Up to 11,000m / 36,000ft
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Note 1) Supported display modes are as follows:

1200+
1600+
SRR P
Landscape Portrait
« 2400+
. 3200+ .
1R00+
12004
— L. = L. o ' L. L
Unified
= ' k-, ' ., -

All Independent

Fig. 51 VREngine/SMD2-Adv Display Mode Settings
Note 2) VGA mode can be displayed enlarged. Portrait VGA display is also supported.

Note 3) Video output is not used as a power source.
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7.2. Technical Specification (VREngine/SMD3-Adv)

Operating Conditions

Host system

IBM PC compatible

Operating systems

Windows 2000 Professional
Windows XP
Windows XP x64 Edition

Host processor

Intel IA32 compatible
Intel EM64T compatible

Operating frequency

>500MHz

Host bus spec.

PCI-Express 1x slot

Size of main memory >256Mbytes
Operating voltage 3.3V £=0.3V ,12V *=0.96V
Power consumption 25.8W (max)

Board size (Outline)

2245 (W) x 106.7 (H) mm or
8.8 (W) x 4.2 (H) inch

Mechanical Spec.

Weight 198g / 0.44lbs
# of occupied slots PCI-Express x1 bus slot x1
# of boards PCI board x1

Single-monitor

2048 x 1536 pixel (Landscape)
1536 x 2048 pixel (Portrait)

Display Resolution

2M digital LCD monitors
3M digital LCD monitors

Connectable Monitors

Max 2

# of connectable monitors Landscape

Portrait
Display Modes "¢ Built-in VGA standard compliant
VGA display function "¢ ? 8,10-bit/pixel grayscale

8, 24, 30-bit/pixel color
Display bit depth 512Mbytes DDR-SDRAM
Display memory size DVI (Digital Visual DVI-D

Interface)

Video Output Signal "o 3 Max Dot Clock 162MHz

Certification

FCC, CE, UL/cUL

Operating Temperature

1-35°C / 50-95°F

Storage Conditions

Temp. & Humidity

-20-75°C | -4-167°F
5%—-100% (Non-condensing)

Altitude

Up to 11,000m / 36,000ft
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Note 1) Supported display modes are as follows:

1636+
S+
2048+
PN PN
Landscape Portrait
307 2+ .
) 40896+ .
- L, A L, - L.
Unified
’ L y L ' L.~ L

All Independent
Fig. 52 VRENngine/SMD3-Adv Display Mode Settings

Note 2) VGA mode can be displayed enlarged. Portrait VGA display is also supported.

Note 3) Video output is not used as a power source.
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7.3. Technical Specification (VREngine/SMD5-Adv)

Operating Conditions

Host system

IBM PC compatible

Operating systems

Windows 2000 Professional
Windows XP
Windows XP x64 Edition

Host processor

Intel IA32 compatible
Intel EM64T compatible

Operating frequency

>500MHz

Host bus spec.

PCI-Express 1x slot

Size of main memory >256Mbytes
Operating voltage 3.3V *=0.3V ,12V +=0.96V
Power consumption 25.8W (max)

Board size (Outline)

224.5 (W) x 106.7 (H) mm or
8.8 (W) x 4.2 (H) inch

Mechanical Spec.

Weight 198g / 0.44Ibs
# of occupied slots PCI-Express x1 bus slot x1
# of boards PCI board x1

Single-monitor

2560 x 2048 pixel (Landscape)
2048 x 2560 pixel (Portrait)

Display Resolution

2M digital LCD monitors
3M digital LCD monitors
5M digital LCD monitors

Connectable Monitors

Max 2

# of connectable monitors Landscape

Portrait
Display Modes "°© Built-in VGA standard compliant
VGA display function "o 2 8,10-bit/pixel grayscale

8, 24,30-bit/pixel color
Display bit depth 512Mbytes DDR-SDRAM
Display memory size DVI (Digital Visual DVI-D

Interface)

Video Output Signal "°© 3 Max Dot Clock 165MHz

Certification

FCC, CE, UL/cUL

Operating Temperature

1-35°C / 50-95°F

Storage Conditions

Temp. & Humidity

-20-75°C / -4-167°F
5%—100% (Non-condensing)

Altitude

Up to 11,000m / 36,000ft
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Note 1) Supported display modes are as follows:

2045+
2EE0+
Q\'\ g‘
Landscape Portrait
40595+ .
. 5120+ .
P L, A k. - L
Using Unified
' L. ' L. ' L, ~ L,

Using All Independent
Fig. 53 VRENgine/SMD5-Adv Display Mode Settings

Note 2) VGA mode can be displayed enlarged. Portrait VGA display is also supported.

Note 3) Video output is not used as a power source.
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7.4. Technical Specification (VREngine/SMD2-PCI)

Operating Conditions

Host system

IBM PC compatible

Operating systems

Windows 2000 Professional
Windows XP

Host processor

Intel IA32, AMD, etc.

Operating frequency

>500MHz

Host bus spec.

PCI 32-bit, 5V / 3.3V
(PCI 2.2 compliant)

Host bus frequency

33Mhz, 66MHz

Size of main memory >256Mbytes
Operating voltage 5V *+0.25V
Power consumption 16.8W (max)

Mechanical Spec.

Board size (Outline)

174.5 (W) x 106.7 (H) mm or
7.1 (W) x 4.2 (H) inch

Weight 173g/0.38lbs
# of occupied slots PCI bus slot x1
# of boards PCI board x1

Display Resolution

Single-monitor

1600 x 1200 pixel (Landscape)
1200 x 1600 pixel (Portrait)

Connectable Monitors “o© !

2M VESA-compliant digital LCD
monitors
Other 2M digital LCD monitors

# of connectable monitors

Max 2

Note 2

Display Modes Landscape

Portrait
VGA display function "o ° Built-in VGA standard compliant
Display bit depth 8-bit/pixel grayscale

10-bit/pixel grayscale
8-, 24-bit/pixel color

Display memory size

128Mbytes DDR-SDRAM

Video Output Signal "o°*

DVI (Digital Visual
Interface)

DVI-D

Video Output Spec.

Max Dot Clock

165MHz

Certification

UL/cUL, FCC, CE

Operating Temperature

1-35°C / 50-95°F

Storage Conditions

Temp. & Humidity

-20-75°C / -4—167°F
5%—-100% (Non-condensing)

Altitude

Up to 11,000m / 36,000ft
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Note 1) Supported display modes are as follows:

1200+
1600+
SRR P
Landscape Portrait
« 2400+
. 3200+ .
1R00+
12004
— L. = L. o ' L. L
Unified
= ' k-, ' ., -

All Independent

Fig. 54 VRENgine/SMD2-PCI Display Mode Settings
Note 2) VGA mode can be displayed enlarged. Portrait VGA display is also supported.

Note 3) Video output is not used as a power source.
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7.5. Technical Specification (VREngine/SMD3-DUL)

Operating Conditions

Host system

IBM PC compatible

Operating systems

Windows 2000 Professional
Windows XP
Windows XP x64 Edition

Host processor

Intel IA32 compatible
Intel EM64T compatible

Operating frequency

>500MHz

Host bus spec.

PCI 32-bit, 5V / 3.3V
(PCI 2.2 compliant)

Host bus frequency

33Mhz, 66MHz

Size of main memory >256Mbytes
Operating voltage 5V +0.25V
Power consumption 16.8W (max)

Mechanical Spec.

Board size (Outline)

174.5 (W) x 106.7 (H) mm or
7.1 (W) x 4.2 (H) inch

Weight 173g/ 0.38lbs
# of occupied slots PCI bus slot x1
# of boards PCI board x1

Display Resolution

Single-monitor

2048 x 1536 pixel (Landscape)
1536 x 2048 pixel (Portrait)

Connectable Monitors

3M digital LCD monitors

# of connectable monitors Max 2
Display Modes "¢ Landscape
Portrait
VGA display function "o 2 Built-in VGA standard compliant
Display bit depth 8-bit/pixel grayscale

10-bit/pixel grayscale
8, 24, 30-bit/pixel color

Display memory size

128Mbytes DDR-SDRAM

Note 3

Video Output Signal DVI (Digital Visual DVI-D
Interface)
Video Output Spec. Max Dot Clock 130MHz

Certification

UL/cUL, FCC, CE

Operating Temperature

1-35°C / 50-95°F

Storage Conditions

Temp. & Humidity

-20-75°C / -4-167°F
5%—100% (Non-condensing)

Altitude

Up to 11,000m / 36,000ft
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Note 1) Supported display modes are as follows:

1636+
S+
2048+
PN PN
Landscape Portrait
307 2+ .
) 40896+ .
- L, A L, - L.
Unified
’ L y L ' L.~ L

All Independent
Fig. 55 VRENngine/SMD3-DUL Display Mode Settings

Note 2) VGA mode can be displayed enlarged. Portrait VGA display is also supported.

Note 3) Video output is not used as a power source.
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7.6. Technical Specification (VREngine/SMD5-PCI)

Operating Conditions

Host system

IBM PC compatible

Operating systems

Windows 2000 Professional
Windows XP
Windows XP x64 Edition

Host processor

Intel IA32 compatible
Intel EM64T compatible

Operating frequency

>500MHz

Host bus spec.

PCI 32-bit, 5V / 3.3V
(PCI 2.2 compliant)

Host bus frequency

33Mhz, 66MHz

Size of main memory >256Mbytes
Operating voltage 5V +0.25V
Power consumption 16.8W (max)

Mechanical Spec.

Board size (Outline)

174.5 (W) x 106.7 (H) mm or
7.1 (W) x 4.2 (H) inch

Weight 173g/ 0.38lbs
# of occupied slots PCI bus slot x1
# of boards PCI board x1

Display Resolution

Single-monitor

2560 x 2048 pixel (Landscape)
2048 x 2560 pixel (Portrait)

Connectable Monitors

2M digital LCD monitors
3M digital LCD monitors
5M digital LCD monitors

# of connectable monitors Max 2
Display Modes "°© ' Landscape
Portrait
VGA display function "o ? Built-in VGA standard compliant
Display bit depth 8-bit/pixel grayscale

10-bit/pixel grayscale
8-, 24-bit/pixel color

Display memory size

128Mbytes DDR-SDRAM

Note 3

Video Output Signal DVI (Digital Visual DVI-D
Interface)
Video Output Spec. Max Dot Clock 165MHz

Certification

UL/cUL, FCC, CE

Operating Temperature

1-35°C / 50-95°F

Storage Conditions

Temp. & Humidity

-20-75°C / -4—167°F
5%—-100% (Non-condensing)

Altitude

Up to 11,000m / 36,000ft
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Note 1) Supported display modes are as follows:

2045+
2EE0+
Q\'\ g‘
Landscape Portrait
40595+ .
. 5120+ .
P L, A k. - L
Using Unified
' L. ' L. ' L, ~ L,

Using All Independent
Fig. 56 VRENgine/SMD5-PCI Display Mode Settings

Note 2) VGA mode can be displayed enlarged. Portrait VGA display is also supported.

Note 3) Video output is not used as a power source.
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7.7. Monitor interface

DVI Connector 2

o DVI Connector 1

Bracket

5

a¥

"

DigHals AaEing
Ve mace . 1 g

Fig. 57 Monitor Interface

PIN | Signal PIN | Signal PIN | Signal

1 T.M.D.S. Data 2- 9 T.M.D.S. Data 1- 17 T.M.D.S. Data 0-

2 T.M.D.S. Data 2+ 10 T.M.D.S. Data 1+ 18 T.M.D.S. Data 0+

3 T.M.D.S. Data 2/4 | 11 T.M.D.S. Data 1/3 Shield 19 T.M.D.S. Data 0/5
Shield Shield

4 T.M.D.S. Data 4- 12 T.M.D.S. Data 3- 20 T.M.D.S. Data 5-

5 T.M.D.S. Data 4+ 13 T.M.D.S. Data 3+ 21 T.M.D.S. Data 5+

6 DDC Clock | 14 +5V Power 22 T.M.D.S. Clock Shield

(Output for DVI
connector 1,2)

7 DDC Data (Output | 15 Ground 23 T.M.D.S. Clock+
for DVI connector (return for +5V, HSync and Vsync)
1,2)
8 N.C. 16 Monitor Sense 24 T.M.D.S. Clock-
C1 N.C. C2 N.C. C3 N.C.
C4 N.C. C5 N.C.
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